
QUALITY REMARK: AEPD
QUALITY REQUIREMENT NUMBER 269
PARTS ARE SUBJECT TO FIRST ARTICLE INSPECTION BY PURCHASER OR
PURCHASER'S APPROVED AGENT.  THIS MAY BE EITHER PRIOR TO OR AT THE TIME
OF INITIAL SHIPMENT DEPENDING ON THE RELEASE PLAN IN EFFECT AT THE
SUPPLIER FACILITY.  SELLER TO DOCUMENT 100 PERCENT COMPLIANCE TO GE
DRAWINGS AND, IF SUPPLIER DESIGN, SUPPLIER'S DRAWINGS, INCLUDING DIMEN-
SIONAL, FUNCTIONAL TEST, SPECIAL PROCESSES AND LABORATORY REQUIREMENTS.
VARIABLE DATA MUST BE FURNISHED WHENEVER THE GE DRAWING REQUIREMENTS
INDICATE THAT A VARIABLE CHARACTERISTIC IS INVOLVED.  ANY EXCEPTIONS
MUST BE DOCUMENTED IN WRITING, AND APPROVED BY THE APPROPRIATE GE
QUALITY CONTROL REPRESENTATIVE.  IN ANY SPECIFIC INSTANCE WHEN AN
APPROVED INSPECTION FIXTURE IS EMPLOYED TO VERIFY CONFORMANCE
(GO - NO/GO TYPE DATA), THE FIXTURE NUMBER WILL BE FURNISHED INSTEAD OF
AN ACTUAL VALUE.  PURCHASER RESERVES THE RIGHT TO WITNESS SUPPLIER'S
INSPECTIONS/TEST TO DETERMINE DEGREE OF CONFORMANCE.  WHEN SOURCE
CONTROL DRAWINGS APPLY AND CONTAIN PROPRIETARY INFORMATION IDENTIFIED BY
THE SUPPLIER, THE SUPPLIER SHALL DISPLAY OBJECTIVE EVIDENCE OF HAVING
VERIFIED THESE CHARACTERISTICS AS CONFORMING.  GE AND SUPPLIER'S
DOCUMENTATION MUST BE HELD ON FILE AND FURNISHED UPON REQUEST OF
PURCHASER.
THE FIRST ARTICLE INSPECTION RECORD SHALL REPLICATE THE PART MARKING
AS DEFINED ON THE DRAWING FOR ALL PARTS, INCLUDING SEPARABLE DETAILS OF
ASSEMBLIES.


